
Model  Load Gravity Center Eccentricity Inherent 
Overhang

Rotational 
Torque Tilting Torque Table Dia. Table Height Table Height 

Adj. Rotation Speed Tilt Angle Welding Current

lbs. in. in. in. lb.-in. lb.-in. in. in. # rpm deg. amps
P06-A   1,320 12 6 6   7,920   23,760 32 34 - 51 3 0.05 - 2 0 - 135 500
P1-A   2,200 12 8 6   17,600   39,600 35 36 - 56 2 0.12 - 1.2 0 - 135 500
P2-A   4,400 12 8 6.3   35,200   80,520 43 43 - 61 3 0.03 - 1.2 0 - 135 500
P3-A   6,600 12 8 7   52,800   125,400 51 47 - 71 4 0.025 - 1 0 - 130 700
P5-A   11,000 12 8 8   88,000   220,000 59 51 - 81 5 0.02 - 0.8 0 - 130 1000
P10-A   22,000 16 8 9   176,000   550,000 78 57 - 87 5 0.012 - 0.48 0 - 130 1000
P15-A   33,000 16 8 11   264,000   891,000 78 67 - 100 5 0.012 - 0.45 0 - 130 1000
P20-A   44,000 16 12 8   528,000   1,056,000 78 94 - 141 5 0.05 - 0.5 0 - 130 1000
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