
Model Load Capacity 
(set)

Drive Unit 
Rotation 
Capacity

Workpiece Dia. 
Range

Wheel Linear 
Speed Drive Motors Wheel Speed 

Control

lbs. lbs. in. in. / min. # / hp (each)
R5-BA 11,000 16,500 6 - 110 4 - 40 2 / 0.5 VFD
R10-BA 22,000 33,000 12 - 122 4 - 40 2 / 0.75 VFD
R20-BA 44,000 66,000 20 - 138 4 - 40 2 / 1.5 VFD
R30-BA 66,000 99,000 24 - 165 4 - 40 2 / 2 VFD
R40-BA 88,000 132,000 24 - 165 4 - 40 2 / 2 VFD
R60-BA 132,000 198,000 28 - 196 4 - 40 2 / 3 VFD
R80-BA 176,000 264,000 28 - 236 4 - 40 2 / 3 VFD
R100-BA 220,000 330,000 40 - 216 4 - 40 2 / 5 VFD
R160-BA 352,000 528,000 40 - 236 4 - 40 2 / 5 VFD
R200-BA 440,000 660,000 32 - 256 4 - 40 2 / 5 VFD
R250-BA 550,000 825,000 32 - 256 4 - 40 2 / 7.5 VFD
R300-BA 660,000 990,000 32 - 256 4 - 40 2 / 7.5 VFD
R500-BA 1,100,000 1,650,000 40 - 315 4 - 40 2 / 10 VFD
R800-BA 1,760,000 2,640,000 40 - 315 4 - 40 2 / 15 VFD
R1200-BA 2,640,000 3,960,000 40 - 315 4 - 40 2 / 20 VFD
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